
S/510

S/510 takes REL’s compact-medium chassis concept to reference-like 

levels of performance and does so with style, power and incredible speed. 

S/510 allows those with less space, or when pairing with high end 

speakers that are slightly less robust to have a perfect dance partner  

when the S/812 is simply too much of a great thing.

For S/510, every aspect of the previous generation’s inner workings  

were examined without regard to its critical and customer-driven success. 

We turned a fresh eye to power requirements, driver improvements, and 

specialty filters, upgrading each-to extract all the extra performance 

possible. All this alongside the cabinet refinements necessary for those 

upgrades to emerge cleanly. This latest S range is a triumphant 

development that has exceeded every expectation of our design team.

SPECIFICATIONS

TYPE Front-firing active woofer, down-firing passive radiator 

ACTIVE DRIVER SIZE  
& MATERIAL

10 in., 250mm long-throw, die cast Aluminium chassis

PASSIVE RADIATOR SIZE  
& MATERIAL

12 in., 300mm, Carbon/Carbon flat cone structure, steel 
chassis

LOW FREQUENCY 
EXTENSION

-6dB at 20 Hz

INPUT CONNECTORS High Level Neutrik Speakon, Low Level stereo RCA, LFE 
RCA, LFE XLR

OUTPUT CONNECTORS High Level, LFE RCA, LFE XLR Daisy Chain Outputs

POWER OUTPUT 500 watts (RMS) 

AMPLIFIER TYPE NextGen3 Class D 

WIRELESS CAPABILITY Yes, REL AirShip system [required]. Sold separately.

W x H x D, INCLUDING FEET 
& REAR PANEL CONTROLS

15.7 x 16 x 18.25 in., (400 x 410 x 464 mm) 

NET WEIGHT 70 lbs. (31.7 kg)

FINISH Gloss Piano Black 
Gloss White Lacquer 
12 coats

All RELs - Fully Electronic SET-SAFE, output short, DC Fault
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